
SYNTHETIC SCANNERS

DiaTrue Jumbo

 Embedded touchscreen computer.
3 tray levels, huge measurable
tray area  21 x 30 cm.
Made with extra height for large
multiple mounted bracelets and
for all types of jewelry and
mounted combinations
Melee parcels and loose diamonds. 
For more information:
www.diatrue.com/diatrue_jumbo.html

DiaTrue™ Mobile

Embedded 5.8” screen.
Portable & light weight.
Flat tray & ring tray 8 x 8 cm.
With 360-degree rotating ring
holder and earring holder.
Results in seconds.
For more information:
www.diatrue.com/diatrue_mobile.html

Diatrue - CS2

Embedded touchscreen
computer.
A mid-sized scanner with
two 6 x 6 cm trays,
for Melee (parcel)
or ring settings.
For more information:
www.diatrue.com/diatrue_cs.html

Artium 

Embedded 6.2” screen.
Tray size 16 x 16 cm.
Smart stone tray, jewelry tray
and loose stones tray.
And with 360-degree rotating
bracelet and ring holder.
For more information:
www.artiumtester.com

Diatrue - CXL2

Embedded touchscreen computer.
3 tray levels with 13 x 17 cm tray.
Made with extra height for
large multiple mounted bracelets
and for all types of  jewelry and
mounted combinations
Melee parcels and loose diamonds. 
For more information:
www.diatrue.com/diatrue_cxl.html

Diatrue - CX

Embedded touchscreen computer.
Is a larger scanner with a 13x10 tray
space, for all kinds of jewelry
combinations, including larger
parcels of melee stones, loose
diamonds.
An execellent for detection of loose
diamonds, lab grown like
CVD or HPHT and big jewelry.
For more information:
www.diatrue.com/diatrue_cx.html
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